Compact Dual Pedestal Reels series Dr5000 / DP7000

Heavy Duty Spriny NEWL - _ 3 0PG5 1P Matle
Retractahle Hose Reels in USA
Air/Water/0il/Grease - 1/4”, 3/8", 1/2" | D.

Reelcraft's new compact dual pedestal Series DP5000 and
DP7000 feature an innovative, non-welded, interlocking base.
Independent testing to military standards has proven these reels
stand up to heavy vibration and won't vibrate apart, which makes
them especially strong and ideal for truck-mounted applications.
Superbly engineered dual pedestal base and guide arm are struc-
turally reinforced. All-steel construction and a baked-on powder Vﬁllls or exceeds

coat finish _combine to produce_. a rugged corrosion—rqsis?ani military vibration for
product suitable for a wide variety of heavy duty applications. Truck Transport test
MIL-STD-810F
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Four 7/16" (11mm) diameter mounting holes.
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Modet Weight | Pressure | 'p" 05, | Datiet | et | Lengta e Pressure |  Size
lbs / kg | psi / bar [in/ mm| in/ mm in in ft /m & bumper psi / bar| Ne.
Low Pressure Air/Water Reels Maximum Temperature 150° F (65° C) w/hose / 210° F (99° C) w/o hose
DP54350LP | 34 15| 300 21 |1/4 6 | 475 12 1/4 1/2 35 11 |DP54000LP | 29 13 | 500 35 1
DP54500OLP | 37 17 | 300 21 |1/4 6 | 475 12 1/4 1/2 50 15 |DP54000LP | 29 13 | 500 35 1
DP74500LP | 46 21 | 300 21 |1/4 6 | 475 12 1/4 1/2 50 15 |DP74000LP | 44 20 | 500 35 3
DP56350OLP | 41 19 | 300 21 | 3/8 10| .600 15 1/4 1/2 35 11 |DP5600OLP | 37 17 | 500 35 1
G=9|DPs650OLP | 44 20 | 300 21 |38 10| 600 15 1/4 1/2 50 15 |DP5605 OLP | 38 17 | 500 35 2
FE9|DP7650 OLP | 50 23 | 300 21 | 3/8 10| 600 15 1/4 1/2 50 15 |DPT600OLP | 44 20 | 500 35 3
DP58350LP | 52 24 | 300 21 |1/2 13| .750 19 3/8 1/2 35 11 |DP580D0OLP | 38 17 | 500 35 2
SE9|DP78500LP | 53 24 | 300 21 |1/2 13| .750 19 3/8 1/2 50 15 |DP7B00OLP | 45 20 | 500 35 4
Medium Pressure 0il Reels Maximum Temperature 210° F (99° G)
DP7650 OMP| 55 25 | 2250 155| 3/8 10| .710 18 3/8 1/2 50 15 |DP76000MP | 45 20 |3000 207 3
DP5835 OMP| 54 24 | 2000 138|1/2 13| .850 22 1/2 1/2 35 11 |DP5800OMP | 40 18 |3000 207 2
=9 |DP7850 OMP| 64 29 | 2000 138 1/2 13| 850 22 1/2 1/2 50 15 |DP78000MP | 45 20 |3000 207 4
High Pressure Grease Reels Maximum Temperature 210° F (99° C)
DP7450 OHP| 59 27 (5000 345|1/4 6 | 580 15 1/4 1/2 50 15 [DP74000HP | 44 20 | 5000 345 3
DP5635 OHP | 43 20 | 4000 276| 3/8 10| .730 19 1/4 1/2 35 11 |DP5600OHP | 40 18 |5000 345 2
5=8|DP7650 OHP| 65 29 | 4000 276|3/8 10| 730 19 1/4 1/2 50 15 |DP76000HP | 46 21 |5000 345 3
Low pressure reels furnished standard with PVC hose. Medium pressure reels furnished standard with S.AE. 100 R1T one wire braid hose. High pressure reels furnished standard with S.AE. 100 R2T
Two wire braid hose, suitable for grease applications only.




