Tie=-Dax” Micro Band

Tie-Dex* Il Tool - A40199
Pracalibrated tool applies patented Tie-Dex® Bands. Waight: 1.2 Lbe (1.6 Kal.
Lge the Calibration Key [A44600) to change calibration.

Micro Tie-Dex" Il Tool - A30199
Pracalibrated tool applies Tie-Dex® Micre Bands, Weight: 1.2 Lbs (0.5 Kg),
Use the Calibration Key [A44600) to change calibratian,

Tie-Dex® Il Kit - A49099
Weight: 4.3 Lbs (2.0 Ka).
Kit includes: 1-A40189, 1-A4BSE0, 1-A44699, parts and cuttars,

Tie-Dex® Micro Tool Kit - A52099
Weight: 4.6 Lbs (2.0 Kal.
Kit includes: 1-A30199, 1-84 7588, 1-A44599, parts and cutters,

Tie-Dex* Gauge - A48599
Waight: 1.0 Lbg (0.5 Kal,
Tension gauge for A40188 toal. Used for verifying preset tension limits.

Micro Tie-Dex" Gauge - A47599
Weight: 1.0 Lba (0.5 Hal.
Termsion gauge Tor AS0188 toal, Used far verllying presel tension limits.

Tie-Dex® Calibration Kit - A50099

Providas 135.1., aasy, acclrate calibration af all Te-Dax® tools withall a
dynamameter. Kil Includes: 1-AS01688, 1-A50599, 1-A50688, 1-MEEE?,

1 Mounting Bracket, 1 Hex Key and a Carrying Case, Weight: 4.3 Lba (2.0 Kg).

Tie-Dex® Calibration Device - A50189
Weight: 1.2 Lba (0.5 Kg).

Tie-Dex®* Test Band - A50599 AE0189 Tie-Dex®*
50 tast bands, Welght: 0.3 Lbs 0.1 Kg), Calibration Device
Micro Tie-Dex" Test Band - A50699 New Elsctronle
50 test bands. Weight: 0,1 Lbs [0.06 Kg). Karslon Coming

oo
"EAMDHT reserves the right 1o subsdiube malenal with ecual ar batber
DoToSon esistance andior mechanical speofcalions



